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1. Application Menu
1.1. Open

1.1.1. Recent Files

©

Open

DVM Pro 2.0 - Sample.ndpd

Open

Recent Files Recent Files
Print

My Computer Sample.ndpd

D:\[001]Project\[070]NDP\00. 2 A1\09.0F 5 2\ Designer\ £ S

Cenfiguration

re)

Exit
Sample_0421_SEE|AE_ Z0f.ndpd
DA[0D1]Project\[010]NDPYO0 2 A\09,08 5 2\ Designer\ 5 =

e

Refnet_Missing.ndps
ChUsers\Kyungkon\DesktophNDP Temp

Be |

BAE ZERE gums

Ch\Users\Kyungkon\DesktophNDP Temp

HAE Z2HE dvmc

Ci\Users\Kyungkon\Desktop\NDP Temp

DVM Pro Training Manual.NDPS
ChUsers'\Kyungkon\DesktophNDP Termp

Be)

A list of recently worked project files is displayed, and the project file is opened when double-

clicked. The number of project files is expressed up to 20.
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1.1.2. My Computer

DVM Pro 2.0 - Sample.ndpd

Open
Save As

Recent Files M Eompater
Print y Comp o
Configuration My Computer

e Find

Exit

Recent Folders o

pnm
, ©oF
L—J D:\[001]Project\[010]NDPAOD. 2A1\09.0F 5 E\Designen 5 S

Desktop
Ci\Users\Kyungken\Desktop

NDP Temp

=
== C:\Users\Kyungkon\Desktop\NDP Temp
=

50| VOC % SQA t=_20201007
D:\[001)Project\[010]NDPAOD. 2 AN08 VOC\Z 0] VOC H SQA ZHE_20201007

20200710
D:\[001]Project\[010]NDPAOD. 2 A1\06, Ell 2 E\Designer\ &4\ E F\ 1 X1 20200710

@® My Computer : The Open window is activated and you can find the project file to open in that

Open window.

@ Recent Folders : Up to 10 lists of recently worked folders are displayed, and the Open window
to the folder location clicked on the folder item is activated, making it easier to open project

files.
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1.2. Save

K Save
4 B > ThisPC » Documents w 8| | Search Documents »
Organize - MNew folder : - (7]
A Marme " Date modified T,-pt Size
o Quick sccess
B Dest 7 Mo iterns match your seasch
& Downleads  #
I:"J Documents o
= Pictures )
B Mussic
Mew DVM-Pro 1
SAMSUNG
Systemnid
& Onelive
[ This PC
& Metamrk ¥
File name: | EEENSCRIEY a2
Save as bype IZNM Pro. 20 Designer Praject File(*.ndod]) =
et e
If it is a saved file, the save window is not activated and it is saved.
1.3. Save As
B Save As »
b 5 » This PC » Documents w Search Documents F )
Qrganize = Mew folder = @
L Mame ® Date modified Type Size
o Quick access
B Desktop o Mo itarns match your search
& Downloads
H Documents o
= Pictures *
B Music
Wew DVM-Pro 1
SAMSUNG
Systerni2
@ Onelive
[ Thiz PC
g — ¥
Fite pame: | ETTHTS =
Save as type: [‘Pu"lu'l Pro 210 Designer Project Hle;*_m |
. Hade Folders 1 :M:d

You can save the currently designed project with a different name, whether or not you save it.
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1.4. Plot

ki, Plot X
Printer
0. - -
ame: |b=d \\192.168.0.28\Samsung M2020 Series (USB001) - &ettmg...
olaper Size: A4 -
Plot Area Paper Orientation Copies

Plot Target: ) Puﬂe P -
ﬂWindnw . WEndnw<° @ Lano:u:
e Preview | m Print mCancE[

@ Name : Expresses the printer path to be printed.

@ Settings : The printer setting OS provided by Window is activated, and you can configure the
printer.
[k Privting Preferenoes ) ==

Eavorites |Basc | Paper | Gr Advanced |Eco | sameung |

Last Used Setting

This farvorite enablés vou to print with ast used
seltings.

Normal Printing

This favorite enables you to print with all Factory default
Settngs, -

LTS 1D

Eco Preview Printing

This favorite enables you to see & print préview and
save tonerpaper by sdusting prnt optons.

4
W

Double Sided Printing

This Farvorite enables you to save paper by printing on
double sides of a sheet.

e ﬂ 2-in-1 Printing

This farvorite enables you to save paper by printing 2

Fet |

pages on one side of & sheel.
IRi=EE Booklet Printing
mep— Thés: favorite enables you to lay out a document as a
booklet format.
2 Secure Printing
Tres firvorite enables you to prnt as confidentialin pr....
l Co ) Comm ) [ oo
® Paper Size : Select the paper size.
@ Plot Target : Select the output object (range, screen display, window).
® Window : It is displayed only when the plot target is a window. When the button is clicked, the
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print window is closed, and you can specify the area to be output (two points) in the drawing.

After specifying the area, the print window is activated again.

® Portrait : Set the orientation of the paper to be printed vertically.

@ Landscape : Set the orientation of the paper to be printed Horizontally.
Copies : Set the number of copies.

©® Preview : You can preview the content to be printed.

W me Sl P

1 X ANE B0 ol Mos
SR R

Print : When the button is clicked, it prints out and closes the window.

@ Cancel : Cancel the output and close the window.

Page 7 / 17



1.5. Configuration

1.5.1. General

DVM Pro 2.0 - Sample.ndpd

Configuration
General
General .
e Base Design Country
. Korea - | |[#] Add Design Country
Configuration Lesign Language User image
Exit Shartcut Key English - samsung.png

Auto Save |~
Save Interval 5 7 |Minute Save Directory | ChUsers\Kyungkon\AppData\Local\Samsung Electronics\NDP\2.VAutoSave -
Prefix settings
Indoor Unit Name |IDU | Include Reom Name
System Name | System
Room Name | Room
MCU Name |MCU

Outdoor Unit Combination Rate

100 2| %
Design Option
MCA/MOP display type Pipe Specification MCU Y-joint(2 parts connection)
#) Combination Module ®) Use ASTM Service Parts Usage
Single Module Use Non ASTM ) Use Y-joint
[23.4(1")/ 38.1(1-1/2")/44.2(1-3/4")]
Unit
Pipe Length m =] | Default to SI unit
Piping Diameter mm || Default to US unit
Length mm
Altitude m
Area m*
Velume m’
Pressure Pa
Airflow MM
Cooling Capacity KW
Heating Capacity KW
Temperature °C
Weight kg
Efficiency Ww
Flow Rate LPM
Water Pressure kPa
Breatal PP nan-

General configuation is the environment setting value commonly used by Sales and Designer, and
you can set the default design country, program language, user image, auto save, prefix setting,

outdoor unit combination rate, design option, and unit.
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1.5.1.1. Base Design Country

Base Design Country

©

@ Country List : You can see a list of countries and whether they can be designed (selected), and

]
L

&

Add Design Country

Deselect All : Deselect all selected countries.

-———

{i.' Design Country —

Select Design Country

L Deselect Al WB

o e

OKe

Country
Afghanistan
Albania
Algeria
Andorra
Angola
Argentina
Armenia
Australia
Austria
Azerbaijan
Bahamas
Bahrain
Bangladesh
Barbados
Belarus

Belgium

you can add (select) or delete (deselect) designable countries.

® OK : When the button is clicked, the current setting is saved and the database for the added

(selected) country is downloaded. When the download is complete, the Design Country window

closes.

@ Cancel : When the button is clicked, the current setting is canceled without saving.
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1.5.1.2. Language

Language
English -

English

Korean

You can set the language of the program. Languages will be added later.
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1.5.1.3. User Image
User image

samsung.png

SNMSUNG o oweezs

Report

Project Mame © Project
Pasition Korea, 28

Designer
Tel
E-MAIL
Address

When exporting a basic report, you can set the company logo on the top left of the cover page.

1.5.1.4. Auto Save

o Auto Save |v

Save Interval 5 - |Minute Save Directory | C:\Users\lhi\AppData\Lecal\Samsung Electronics\NDPA\2.00AutoSave

Auto Save : You can set whether to automatically save the project file.

® ©

Save Interval : You can set the saving interval in minutes during auto save.

® Save Directory : You can set the save location when auto save.

® Up to 10 project files are saved in the storage location at each set interval.
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1.5.1.5. Prefix Settings

Prefix settings
o Indoor Unit Name | IDU /|Include Room Mame o
System Mame | System e
°Ronm Mame | Room
MCU Name | MCU (5]

System, indoor unit, room, and MCU prefix can be set. You can choose whether to include the room

name in the prefix for the indoor unit.

1.5.1.6. Outdoor Unit Combination Rate

Qutdoor Unit Combination Rate

Equipment [<
b g - yE Indoor Unit | Outdoor Unit | Piping Material
!‘\ 2 Search

\

‘\\\ o DVM S/Heat Pump >

\\\ Required Condition -

1 -‘\\‘ Combination Table 2019 1 2% HP 380V ~

\‘\\ Usage Condition -

\‘Design Condition -

kydro Operating

ﬁmu!taneously

Waximum Indoor Unit 100.00
Combination Ratio

Maximum Hydro

Combination Ratio

Continuous Cooling

Operation under -5°C (23°F)

Altitude

Defrosting Correction

Search

When searching for outdoor units, you can set the default of maximum indoor unit combination
ratio in the design conditions.
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1.5.1.7. Design Option

Design Option
MCA/MOP display type o Pipe Specification o MCU Y-joint(2 ports connection) o
@) Combination Module @) Use ASTM Service Parts Usage
Single Module Use Non ASTM e Use Y-joint

[25.4(1")/ 38.1(1-1/2")/44.2(1-3/4")]

@ MCA/MOP Display Type : You can set the default value of the circuit breaker expression form

of the module outdoor unit.

@ Pipe Specification : You can set the piping specification to be used when the piping size is

increased.

® MCU Y-joint(2 Ports Connection) : When the MCU and indoor unit are connected with 2 ports,

you can set the option for Y-joint selection.

1.5.1.8. Unit
Unit
Pipe Length m |~ || Defaultto 5l unit o
Fiping Bsrister ™™ ||| Default to US unit |
Length mm
Altitude m
Area m°
Volume m’
Pressure Pa
Airflow CMM
Cooling Capacity W
Heating Capacity kKW
Temperature "C
Weight kg
Efficiency WwW

You can set the units used in the program.
@ Default to Sl unit : All units can be initialized to SI units.

@ Default to US unit : All units can be reset to US units.
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1.5.2. Design

©

Open

DVM Pro 2.0 - Sample_(421_=

Configuration
Save
Save As Des‘g n
General
Print Font
; Arial -

Configuration Design :
Crosshair size

Exit Shortcut Key 102 &
Drawing display item
+|Indicate the pipe length on the pipe note. | Equipment symbaol mark indication

Design dimension setting

Piping curvature Annotation separation distance

The design environment setting is an environment setting value that is not commonly used with
Sales. You can set the font, crosshair size, drawing display items, and design dimension values of

the Designer program.

1.5.2.1. Font

Font

iArial e

When designating an architectural drawing, set the font to be substituted when an unknown font

exists in the architectural drawing.

Page 14 / 17



1.5.2.2. Crosshair Size
Crosshair size

10 2| 4

Sets the size of the crosshairs.

1.5.2.3. Drawing Display Item
Drawing display item

0 Indicate the pipe length on the pipe note, o Equipment symbol mark indication

@ Indicate the pipe length on the pipe note : Sets whether or not the pipe length is represented

in the pipe annotation.

@ Equipment symbol mark indication : Sets whether to express the name of indoor/outdoor unit

in indoor/outdoor symbol.
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1.5.2.4. Design Dimension Setting

Design dimension setting

o Piping curvature o Annotation separation distance

@ Piping curvature : When creating a pipe, you set the radius of curvature of the pipe.

@ Annotation separation distance : Sets the distance between the pipe annotation and the pipe.

1.5.3. Shortcur Key

Set up shortcuts for basic Designer commands.

Shortcut Key

SDL

@ Reset default : Delete the shortcut information set by the user and set it to the initial value.
Apply : Apply the set shortcut.

Shortcut key : You can express and set the shortcut keys of basic commands.

® © ©

Original command : Express basic commands.
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® Discription : Represents the command's menu position.

1.6. Exit

Exit the Designer program.
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