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1. File
1.1. Open

1.1.1. Recent Files

DVM Pro 2.0 - New Project

O pen Recent Files
Recent Files Q 1019 2020.ndps
H C:\Users\|hi\Desktop\ 15+ | ~ =

Save As My Computer

@ test_20201012.ndps
Configuration C\Users\|hi\Desktoph 15t H| =
m USA_Chiller_T.ndps
H C:\Usersy|hi\Desktop\ 15t E| 22

A list of recently worked project files is displayed, and the project file is opened when double-

clicked. The number of project files is expressed up to 20.

1.1.2. My Computer

©

DVM Pro 2.0 - New Project

Open My Computer
Recent Files = Find o
Save As My Computer

Recent Folders

Configuration

1R HAE

L‘T CiUsers\lhi\Desktop\ 1%t |~ E o

@ My Computer : The Open window is activated and you can find the project file to open in that

Open window.

@ Recent Folders : Up to 10 lists of recently worked folders are displayed, and the Open window
to the folder location clicked on the folder item is activated, making it easier to open project

files.
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1.2. Save

§i. Save
N » ThisPC » Documents v O Search Documents
Organize « Mew folder = -
~ MName Date modified Type Size
7 Quick access
[ Desktop » Mo items match your search.
* Downloads
Documents
&= Pictures b
J‘! Music
MNew DVM-Pro 1
SAMSUNG
System32
@ OneDrive
[ ThisPC
& Netwnrk v

File name: | (2]

» Hide Folders

Save as type: | DVM Pro 2.0 Sales Project File(*.ndps)

Cancel

If it is a saved file, the save window is not activated and it is saved.

1.3. Save As

i Seve As

4N » ThisPC » Documents

Organize = MNew folder

~ MName

7 Quick access
[ Desktop *
* Downloads
Documents
&= Pictures b
J‘! Music

MNew DVM-Pro 1

SAMSUNG

Systern32

@ OneDrive
[ This PC

A Nehunrl &7

Date modified Type

Mo items match your search.

v O Search Documents

Size

File name: | (2]

» Hide Folders

Save as type: | DVM Pro 2.0 Sales Project File(*.ndps)

Save Cancel

You can save the currently designed project with a different name, whether or not you save it.
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1.4. Configuration

1.4.1. Common

@ Base Design Country

DVM Pro 2.0 - New Project

CO nﬁgu ration ‘Korea - :-:] Add Design Country
Oren Language User image
HE S English - samsung.png
Save As Sales Auto Save |

Save Interval 5 _|Minute Save Directory | C\Users\lhi\AppData\Local\Samsung Electronics\NDP\2.0\AutoSave

Configuration

Prefix settings

Indzor Unit Name |1DU +|Include Room Name
System Mame | System
Room Name Room

MCU Name | MCU

‘Outdoor Unit Combination Rate

100 2| %
Design Option
MCA/MOP display type Pipe Specification MCU Y-joint(2 ports connection)
#) Combination Module ®) Use ASTM ®) Service Parts Usage
Single Module Use Mon ASTM Use Y-joint
[25.4(1")/ 38.1(1-1/2")/44.2(1-3/4")]
Unit
Pipe Length m |« || Defaultto 5 unit
Piping Diameter mm Default to US unit
Length mm
Altitude m
Area m
Volume m’
Pressure Pa
Airflow CMM
Cooling Capacity kw
Heating Capacity kW
Ternperature °C
Weight kg
Efficiency WW

Common configuation is the environment setting value commonly used by Sales and Designer, and
you can set the default design country, program language, user image, auto save, prefix setting,

outdoor unit combination rate, design option, and unit.
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1.4.1.1. Base Design Country

Base Design Country

©

@ Country List : You can see a list of countries and whether they can be designed (selected), and

]
L

&

Add Design Country

Deselect All : Deselect all selected countries.

-———

{i.' Design Country —

Select Design Country

L Deselect Al WB

o e

OKe

Country
Afghanistan
Albania
Algeria
Andorra
Angola
Argentina
Armenia
Australia
Austria
Azerbaijan
Bahamas
Bahrain
Bangladesh
Barbados
Belarus

Belgium

you can add (select) or delete (deselect) designable countries.

® OK: When the button is clicked, the current setting is saved and the database for the added

(selected) country is downloaded. When the download is complete, the Design Country window

closes.

@ Cancel : When the button is clicked, the current setting is canceled without saving.
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1.4.1.2. Language

Language
English -

English

Korean

You can set the language of the program. Languages will be added later.
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1.4.1.3. User Image
User image

samsung.png

SNMSUNG o oweezs

Report

Project Mame © Project
Pasition Korea, 28

Designer
Tel
E-MAIL
Address

When exporting a basic report, you can set the company logo on the top left of the cover page.

1.4.1.4. Auto Save

o Auto Save |v

Save Interval 5 - |Minute Save Directory | C:\Users\lhi\AppData\Lecal\Samsung Electronics\NDPA\2.00AutoSave

Auto Save : You can set whether to automatically save the project file.

© ©

Save Interval : You can set the saving interval in minutes during auto save.

® Save Directory : You can set the save location when auto save.

Up to 10 project files are saved in the storage location at each set interval.
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1.4.1.5. Prefix Settings

Prefix settings
o Indoor Unit Name __II_JI._.I_ | ¥ Include Room Mame o
System Mame | System e
eﬂuom Mame :Room |
MCU Name | MCU e

System, indoor unit, room, and MCU prefix can be set. You can choose whether to include the room

name in the prefix for the indoor unit.

1.4.1.6. Outdoor Unit Combination Rate

st Es Comi Ko Indoor Unit !Dutdot:-r Unit| Piping Material
100 3| % | ' :
1 I Search
]
\ DVM S/Heat Recovery *
1"‘ Required Condition -
: x Combination Table 2013_SA|HLE ¢ )
T -
. || Usage Condition v
\| Design Condition -
L
\ H_ydm Operating v
ySimultaneously :
aximum Indoor Unit | 15000 vle

Combination Ratio

Maximum Hydro :
Combination Ratio

Continuous Cooling

Operation under -5°C L]
(23°F)

[] Altitude

Defrosting Correction i

[ Soarch 7

When searching for outdoor units, you can set the default of maximum indoor unit combination

ratio in the design conditions.
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1.4.1.7. Design Option

Design Option
MCA/MOP display type (@) Pipe Specification () MCU Y-joint(2 ports connection) ()
®) Combination Module — — — — _ _ _ (8) Use ASTM ®) Service Parts Usage
Single Module Use Nom AS TV Use Y-joint
-
‘\ [25.4017)/ 38.101-1/27/m4.201-3/4")]
\ =
A
\\ \
3 ~ System1
\ U5 1
7 Power meter ——=—— Circuit Break
5 e L
Sl -———
=8 ., = -+ i o J—
% =
.
hY
\ Eml ofvoR [
System1
- \ 3 System 1
Pawer meter '“"":E'!“"‘ﬁ AM220FXVGHR1SY
\
¥
1
1
Powes iiretis ircuit Break —}E

gl oFior

System!
AM220FXVGHR1SY

@ MCA/MOP Display Type : You can set the default value of the circuit breaker expression form

of the module outdoor unit.

@ Pipe Specification : You can set the piping specification to be used when the piping size is

increased.

® MCU Y-joint(2 Ports Connection) : When the MCU and indoor unit are connected with 2 ports,

you can set the option for Y-joint selection.
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1.4.1.8. Unit

You can set the units used in the program.

Unit
Pipe Length m |+ || Default to Sl unit o
Fiping Bismister MM ||| Default to US unit o
Length mm

| Altitude m

. Area m’

. Yolume m’

| Pressure Pa

| Airflow cMM

. Cooling Capacity kKW

I Heating Capacity KW

I Temperature = 3

: Weight kg

Efficiency Ww

@ Default to Sl unit : All units can be initialized to S| units.

@ Default to US unit : All units can be reset to US units.

1.4.2. Sales

@ Font

Configuration  [Segeet! |
Open Wiring/Piping Color

Common Refrigerant Pipe | [l 0,0, 0
Chiller Leaving Pipe | 1IN 255, 0, 0
Chiller Entering Pipe . O 0 255 .

Save

Save As Sales

Configuration EHS Leaving Water Pipe | I 255,00 -

EHS Entering Water Pipe | [ 0,0,255 - |
Power Wire | [l 255, 0, 0 _

Communication Wiring . O 0 255 -

The Sales configuation is an environment setting value that is not commonly used with the Designer.

You can set the design view font of the Sales program and the color of piping/wiring.
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1.4.2.1. Font

Font
| Segoe Ul -
0., Bued|oLDe N 08000 __m AMDSZNMNADEH1 ||D|..||
=1 L =y S 520kW | 3.60KW | 4ETKW
E—n TN “o
pempen P AMOSZNN4DBH1 | IDUZ
T ,f‘s 5.20kW | 3.60kW | 4.E1kW
ottt o § AMOSZNNADEH | IDUS
!m_m ""-""o 5.20KW | J.ﬂkwl 4.81kW
AMOS2NN4DBH1 | IDU3
QoM D00 DSman] 0.0210.00mem). ?.-: 52
. pyre—— py— P {:a 5.20KW | 3.60kW | 4.81kW
DL 004000 e}
Y=y & AMOSZNNADBH1 | IDU4
D000 000 S 5 20KW | 3.60KW | 4.81kW
o
.00} 034 _n AMO52ZNN4DEH1 | IDUG
L ST S 5 20kW | 3.60KW | 4.81kW
nempns g
AM120FXVGHRT AMI0OFXVGHR1
. %‘mml Fuqnnnj-m
[ra—r y—
System 1 i
AMZZOFXVGHR1SY
63.B0KW | 6E.9TKW

You can set the font displayed in the Sales program design view.
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1.4.2.2. Piping/Wiring Color

Wiring/Piping Color
o Refrigerant Pipe B0 0
Chiller Leaving Pipe | I 255,00 - | (@)
o Chiller Entering Pipe | I 0. 0, 255 -
EHS Leaving Water Pipe | I 255, 0.0 - e
o EHS Entering Water Pipe | [l 0, 0, 255
Power Wire | [l 255, 0.0 - e
o Communication Wiring | [l 0. 0, 255 -

@ Refrigerant Pipe : You can set the color of the refrigerant piping.

@ Chiller Leaving Pipe : You can set the color of the leaving pipe for the chiller system.

® Chiller Entering Pipe : You can set the color of the entering pipe for the chiller system.
@ EHS Leaving Water Pipe : You can set the color of the EHS system's leaving water pipe.
® EHs Entering Water Pipe : You can set the color of the EHS system's entering water pipe.
® Power Wire : You can set the color of the power wire

@ Communication Wire : You can set the color of the communication wire.
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